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Disclaimer 

Every endeavour has been made to ensure that the information given herein is true and reliable but it is given only 

for the guidance of our customers. The company cannot accept any responsibility for the loss or damage that may 

result from the use of the information, due to the possibility of variations of processing or working conditions and of 

workmanship outside our control. Users are advised to confirm suitability of this product by their own tests. 

Issuance Date 11/07/14 

Revision Date 27/11/18 

Revision No. 03 

Principal Composition: 
Butyl rubber 
 
Appearance: 
Black 
 
Odour: 
None or very little 
 
Heat resistance (16ĥ/150 
ºC): 
No blister. No melting 
process occurred 
 
Water resistance: 
Excellent 
 
Adhesion: 
Good on metal, glass, wood 
and concrete 
 
Service temperature: 
-20 °C to 70 °C 
 
Storage: 
Product is very inert and can 
last almost indefinitely 
without deteriorating. Keep 
under cold and shaded place 
with temperature below 
30 °C. 
 
Shelf Life: 
12 months 
 
Packaging: 

Size Quantity/ 
carton 

6mm x 10m 24  rolls 

*other size available on 

request 

Physical Properties 

 

Alseal Door Trim  Butyl Sealant  is an ever-tacky, black-colored sealant with good adhesion strength. It offers a 

fast and clean method for sealing uneven gaps between car door trim and the main door frame. 

Description 

Ideal for volume car door production, where greater dimensional accuracy and lower waste are required. Shorter 

strips can also be used for sealing wires and electrical harnesses within the car door structure to prevent water 

tracking. 

Applications 

 Good adhesion 

 Fast and clean method 

 Maximum compressibility 

Features 

Penetration hardness : 90 mm – 95 mm (100 g, 5 sec) 
Specific gravity : 1.10 ± 0.05 
Total solids : > 99% 
Tensile : >45 kPa 
Elongation : >200% 
Peel strength : 90° : >1.50 N/mm 

: 180° : >150 N/mm 
 

Technical Data 

1. Ensure that surfaces are clean, dry, dust free, oil free and sound.  

2. Release sealant from release paper and apply pressure sufficiently onto the surface for a complete contact. 

Usage Instructions 

Keep out of reach of children. Safety data sheet available on request. For further health and safety information, 

consult the latest safety data sheet. 

Caution 

AS-6005  
Door Trim Butyl Sealant 


